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Dimensions/weight
Dimensions NSG 3060 W x H x D: 449 (17.7”) x 328 (12.9”; 7 HU) x 565 mm (22.2”)
Weight NSG 3060: 22 kg (48.5 lbs)
Dimensions CDN 3061-C16 WxHxD: 449 mm (17.7”) x 226 mm (8.9”; 5 HU) x 565 mm (22.2”)
Weight CDN 3061-C16: 20 kg (44 lbs)

Options
CDN 3063-C32 Combined surge & burst coupling network for 480 VAC Ph-Ph, 32 A
CDN 3063-C63 Combined surge & burst coupling network for 480 VAC Ph-Ph, 63 A
CDN 8014/8015 Capacitive coupling clamp for burst
CDN 163 Burst coupling network 100 A per phase (coupling all to ref ground)
CDN 117/118 Coupling networks for signal-/data lines (surge)
CAS 3025 Burst/EFT verifi cation set
MD 200A Voltage differential probe 7 kV
MD 300 Current probe 5 kA

Accessories for IEC/EN 61000-4-11
INA 6501 Manual step transformer, 16 AAC, 0/40/70/80%
INA 6502 Automatic step transformer, 16 AAC, 0/40/70/80%
VAR 6501 Automatic variable transformer, 7.5 A
VAR 6502 Automatic variable transformer, 2 x 16 A
VAR 6503 Manual variable transformer, 7.5 A

Accessories for IEC/EN 61000-4-8/-4-9
MFO 6501 Manual magnetic fi eld option -4-8
MFO 6502 Automatic magnetic fi eld option -4-8
INA 701 Magnetic fi eld coil 1 x 1 m; with MFO max. 3.6 A/m -4-8;
 Surge* max. 1200 A/m -4-9
INA 702 Magnetic fi eld coil 1 x 1 m, with MFO max. 40 A/m -4-8;
 Surge* max. 1200 A/m -4-9
 *) Pulse shape adapter INA 753 needed to surge generator
INA 753 Pulse shape adapter


